
HUMBOLDT RIVER BASIN, SOUTH FORK HUMBOLDT RIVER BASIN

10319900 SOUTH FORK HUMBOLDT RIVER ABOVE TENMILE CREEK NEAR ELKO, NV

LOCATION (REVISED).--Lat 40°37'38.99", long 115°43'49.88" referenced to North American Datum of 1983, in NE ¼ SW ¼ sec. 25, T.32 N., R.55 E., 
Elko County, Hydrologic Unit 16040103, on right bank, 5 mi above South Fork Dam, and 19.5 mi southeast of Elko. 

DRAINAGE AREA.--898 mi2. 

PERIOD OF RECORD.--February 1989 to current year. 

REVISIONS.--NV-92-1:1991. 

GAGE.--Water-stage recorder. Elevation of gage is 5,280 ft above sea level, from topographic map. 

REMARKS.--Records good except for estimated daily discharges and periods of beaver activity October to February 20, which are poor.   See schematic 
diagram of Humboldt River Basin. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 2,710 ft3/s, June 3, 1995, gage height, 5.82 ft; minimum daily, 1.6 ft3/s, August 18-21, 2002. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 410 ft3/s, May 28, gage height, 2.35 ft; minimum daily discharge, 2.5 ft3/s, September 12, 13. 

   

   

DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2003 TO SEPTEMBER 2004

DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

1 3.8 7.7 e11 15 e20 e30 124 150 268 90 14 4.2
2 4.2 7.8 10 17 e20 e30 125 160 284 86 14 3.5
3 3.7 8.9 10 e15 e20 e30 128 183 320 87 11 4.0
4 3.4 9.7 9.5 e13 e20 32 131 225 347 89 9.9 5.2
5 3.5 10 11 12 e20 31 137 262 364 84 9.4 5.7

6 3.5 10 12 13 e20 33 152 282 365 77 8.7 5.4
7 3.2 10 13 16 e20 40 165 304 366 70 8.0 4.5
8 3.4 11 15 18 e20 45 162 322 350 66 6.8 3.3
9 3.6 12 10 18 e20 54 156 335 324 62 6.6 3.0

10 4.3 12 12 19 e20 70 152 347 334 60 6.0 2.9

11 5.0 11 15 17 e20 80 147 330 295 60 4.2 2.8
12 5.4 9.7 13 16 e20 81 147 313 270 58 3.2 2.5
13 6.0 12 17 e16 e20 88 150 284 244 52 3.0 2.5
14 6.6 11 15 e16 e20 92 143 260 233 36 3.1 3.1
15 6.3 11 12 e16 e20 96 138 244 231 33 5.0 3.2

16 6.4 11 8.4 e16 e20 97 133 233 215 31 9.2 3.1
17 6.7 11 11 e16 e21 98 143 235 206 30 11 3.2
18 6.7 10 9.9 e16 e22 102 145 245 193 35 12 3.6
19 6.9 8.5 10 e16 e24 107 136 240 184 33 11 4.0
20 6.7 8.0 15 e16 e25 109 126 244 175 34 11 3.9

21 6.8 8.2 18 e16 e26 117 129 258 167 33 8.4 4.5
22 6.5 6.3 15 e16 e27 129 137 258 155 32 7.5 3.8
23 6.5 4.8 12 e16 27 134 136 249 150 33 7.5 3.3
24 6.2 7.4 15 e16 27 138 137 239 147 31 9.7 3.1
25 6.2 9.3 17 e16 28 136 141 227 140 24 9.4 2.9

26 6.3 9.7 13 e16 31 145 145 221 132 23 9.6 2.8
27 6.3 e10 e11 e17 31 132 156 229 122 23 13 2.8
28 6.0 e10 e8.5 e18 27 119 167 335 113 22 12 2.8
29 5.7 e11 e7.0 e18 e30 115 158 349 106 19 8.0 3.5
30 6.2 e11 5.7 e19 --- 114 150 304 96 18 6.0 5.2
31 6.7 --- 9.6 e20 --- 111 --- 273 --- 17 5.2 ---

TOTAL 168.7 290.0 371.6 505 666 2,735 4,296 8,140 6,896 1,448 263.4 108.3
MEAN 5.44 9.67 12.0 16.3 23.0 88.2 143 263 230 46.7 8.50 3.61
MAX 6.9 12 18 20 31 145 167 349 366 90 14 5.7
MIN 3.2 4.8 5.7 12 20 30 124 150 96 17 3.0 2.5
AC-FT 335 575 737 1,000 1,320 5,420 8,520 16,150 13,680 2,870 522 215

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1989 - 2004, BY WATER YEAR (WY)

MEAN 11.1 17.5 16.8 27.7 46.1 91.0 143 383 434 109 14.4 7.24
MAX 34.0 44.2 31.1 73.2 148 189 266 689 1,096 453 48.0 19.3
(WY) (1999) (1999) (1997) (1997) (1996) (1996) (1996) (1998) (1998) (1998) (1995) (1998)
MIN 4.09 9.33 9.26 10.0 18.6 21.5 29.2 119 43.1 8.54 2.21 2.78
(WY) (2002) (2002) (1990) (1990) (1994) (1991) (1991) (1991) (1992) (1992) (2002) (1992)

SUMMARY STATISTICS FOR 2003 CALENDAR YEAR FOR 2004 WATER YEAR WATER YEARS 1989 - 2004

ANNUAL TOTAL 29,308.9 25,888.0
ANNUAL MEAN 80.3 70.7 110
HIGHEST ANNUAL MEAN 239        1998
LOWEST ANNUAL MEAN 36.1        1992
HIGHEST DAILY MEAN 1,480 May 31 366 Jun 7 2,010 Jun 3, 1995
LOWEST DAILY MEAN 3.2 Oct 7 2.5 Sep 12 1.6 Aug 18, 2002
ANNUAL SEVEN-DAY MINIMUM 3.5 Oct 3 2.9 Sep 9 1.7 Aug 16, 2002
MAXIMUM PEAK FLOW 410 May 28 2,710 Jun 3, 1995
MAXIMUM PEAK STAGE 2.35 May 28 5.82 Jun 3, 1995
ANNUAL RUNOFF (AC-FT) 58,130 51,350 79,330
10 PERCENT EXCEEDS 195 234 297
50 PERCENT EXCEEDS 17 18 25
90 PERCENT EXCEEDS 4.8 4.2 5.8
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